WOOD PRIDE® Professional Wood Finishes
Water-Based Satin Varnish 1802-0000

Our next generation waterborne clear satin finish. WOOD PRIDE Water-Based
Satin Varnish provides durable, transparent protection for interior wood surfaces
such as cabinets, doors, woodwork, paneling, furniture and floors. This finish is
based on an advanced technology acrylic binder which forms a more durable,
moisture and chemical resistant film than conventional water-based clear finishes.
This finish is also fast drying allowing multiple coat applications in a single day.
May be used as a waterborne clear alternative to polyurethane finishes. Ideal for
use over light woods (ash, maple, etc.), light colored stains or surfaces painted
with latex or non-white oil base or alkyd enamels (i.e. faux finishes). Resistant to
abrasion, chipping, marring, water, oil, alcohol and blushing.

e Provides durable, transparent protection
e Quick drying and recoat

e Resists abrasion, chipping and marring
e Resists water, oil, alcohol and blushing
e Low odor

e Low VOC

e MPI Approved, Product Category #121

e Acrylic Polyurethane Resin
¢ Not manufactured with lead or mercury containing materials

Clear, (Do not tint)
Satin, 25-35 units @ 60°
Soap and water

8.57 Ibs/gal (1.03 kg/L)

Volume -26%=£1%
Weight -30%=*1%

Apply at 400-500 sq ft/gal (10-12 m?L). Actual coverage may vary depending on
substrate and application method.

205°F (96°C)
Class A (0-25) on non-combustible surfaces

To touch — 1 hour
To recoat — 3-4 hours

1 year minimum - unopened

All surfaces must be uniformly sanded, sound, dry, clean and free of oil, grease,
dirt, mildew, wax, flaking paint or varnish

NOV09/1802-0000V1



Direction for Use
- Tinting

- Spreading Rate

- Application

- Note

- Drying Time

- Clean-Up

Precautions

Shipping
- Freight Classification

- Packaging
- Flash Point

WOOD PRIDE® Professional Wood Finishes
Water-Based Satin Varnish 1802-0000

Do not tint

Apply at 400-500 sq ft/gal (10-12 m?/L) on smooth sealed surfaces. Actual coverage
may vary depending on substrate and application method.

May be applied by synthetic brush, foam applicator, short nap roller or spray. No
thinning required. Stir well, but do not shake. Apply thin uniform coats. Do not
overbuild. Sand lightly (DO NOT USE STEEL WOOL) and remove all dust between
coats. For airless spray application, use low pressure and a .013" tip. Do not apply
when surface or air temperature is below 50°F (10°C). Provide good ventilation and
warmth for normal drying.

Surfaces coated with this product may become slippery when wet. Although
incorporation of additives within the product may affect clarity of the dried film, for
additional slip resistance in areas of pedestrian traffic add one pound per gallon of
coarse pumice or other texturing material.

At 77°F (25°C) & 50% R.H., dries to touch in one hour and to recoat in three to
four hours. Low temperature, high humidity, thick films or poor ventilation will
increase these times. The hardening or curing process takes approximately seven
days. Floors may be walked on after 24 hours, but they will be more susceptible to
scuffing or marring during this period.

Clean immediately with warm, soapy water.

WARNING! CAUSES EYE, SKIN AND RESPIRATORY TRACT IRRITATION. MAY BE HARMFUL IF
SWALLOWED. OVEREXPOSURE MAY CAUSE LIVER, KIDNEY, REPRODUCTIVE DAMAGE. USE ONLY
WITH ADEQUATE VENTILATION. KEEP OUT OF THE REACH OF CHILDREN. NOTICE: Products in this
series contain solvents. Reports have associated repeated and prolonged occupational overexposure to
solvents with permanent brain and nervous system damage. Intentional misuse by deliberately
concentrating and inhaling the contents may be harmful or fatal. Note: These warnings encompass the
product series. Prior to use, read and follow product-specific MSDS and label information. If
sanding, wear a dust mask to avoid breathing of sanding dust. Do not breathe vapors or spray mist. Ensure
fresh air entry during application and drying. Avoid contact with eyes and skin. If you experience eye
watering, headaches, or dizziness, leave the area. If properly used, a respirator may offer additional
protection. Obtain professional advice before using. Close container after each use. FIRST AID: For skin
contact, wash thoroughly with soap and water. If any product remains, gently rub with petroleum jelly,
vegetable or mineral/baby oil then wash again with soap and water. Repeat as needed. Remove
contaminated clothing. For eye contact, flush immediately with plenty of water for at least 15 minutes.
Get medical attention. If swallowed, get medical attention immediately. If inhalation causes
discomfort, remove to fresh air. If discomfort persists or breathing difficulty occurs, get medical attention.
KEEP FROM FREEZING. (PLEASE REFER TO PRODUCT SAFETY DATA SHEET BEFORE USE)

Paint, Freezable
1 gallon (3.785L)
Over 205°F (96°C)

Type of Regulated Paint under the Air Pollution Control (Volatile Organic Compounds) Regulation of Hong Kong: [Clear
wood finishes (lacquers)]  BBZRISRES BREFHESYRAIT ZRERRNER | EAAEEH (53]
VOC content (ready to use) = 46 gm/litre B MBS EE (AAMRE)=46 "/AFH

LIMITATION OF LIABILITY The information detailed in this datasheet is liable to modifications from time to
time in the light of experience & normal product development. To the best of our knowledge, the technical
data contained herein are true and accurate at the date of issuance but are subject to change without prior
notice. We guarantee our product to conform to the specifications contained herein. WE MAKE NO
OTHER WARRANTY OR GUARANTEE OF ANY KIND, EXPRESS OR IMPLIED, INCLUDING MERCHANTABILITY
AND FITNESS FOR PARTICULAR PURPOSE. Liability, if any, is limited to replacement of the product or refund
of the purchase price. LABOUR OR COST OF LABOUR AND OTHER CONSEQUENTIAL DAMAGES ARE
HEREBY EXCLUDED.

For further information or if you have any concerns about using this product, please contact our Sales Department.

Distributed by:

Akzo Nobel Swire Paints Limited

Tel: 2823 1388  Fax: 2866 3232  Website: www.akzonobel.com

Any advice, recommendations, information, assistance or service provided by AkzoNobel in relation to goods
manufactured or marketed by it or their use or any application is given in good faith. However, any advice,
recommendations, information, assistance or service provided by AkzoNobel is provided without expressed or
implied warranties.
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