@ Dulux:

- Color

- Finish

- Clean-up Solvent
- Density

-VocC

- Solids

- Practical Coverage

- Flame Spread Rating
— Flash Point

O - Dry Time

- Shelf Life

DULUX LIFEMASTER™

Flat Interior Latex Enamel
92100-Line

DULUX LIFEMASTER Flat Latex Enamel is a premium quality water based 100% acrylic finish that brings
increased washability fo interior architectural surfaces. This wipable, super adhering, oil and stain resistant
flat coating is ideal for use in all types of interior wall or ceiling areas where a durable yet exiremely uniform
surface is desired. DULUX LIFEMASTER Flat Latex Enamel has been formulated without the addition of V.O.C.s*
[volatile organic compounds) in order fo meet all current and anticipated regulations for air quality. The
elimination of emissions from organic solvents allows rooms painted with DULUX LIFEMASTER Flat Latex Enamel
to be put back into service faster because residual paint odors are virtually non-existent after paint has dried.
DULUX LIFEMASTER Flat Latex Enamel is the ideal coating for commercial and institutional applications such
as schools, hospitals, nursing homes, hotels and offices.

* Testing concluded that V.O.C. levels were below accurate level of determination using EPA Test Method 24.

e Durable flat finish

e Contains no VOCs (untinted)

e Virtually no odor

e Super one coat coverage

e Excellent touch-up

* Washable

e Splatter-free, easy application

e Quick drying and recoat

e Fasy soap and water clean-up

e Performance alternate for Federal Paint Specification TT-P-29K
o MPI Approved Product Category #143

e 100% Acrylic Resin
e Titanium Dioxide and Extender Pigments
¢ Not manufactured with lead or mercury containing materials

White & Master Palette colors

Flat (2 — 8 units @ 85 degrees)

Soap & water

11.51 lbs/gal [1.38 kg/L)

0.0 lbs/gal (0O g/L) per EPA Reference Test Method 24
Volume - 35% +/- 1%

Weight - 52% +/- 1%

Apply at 400 sq. ft/gal [10m?/1)

Actual coverage may vary depending on substrate and application method
Class A (0-25) over non-combustible surfaces

None

At 77°F (25°C) & 50% RH:

To touch - 30 - 60 minutes
To recoat - 4 hours

1 year minimum - unopened

Read label and Material Safety Data Sheet Prior to Use. See Precautions on last page.
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