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PREP & PRIME™ ODOR-LESS

Interior Water-Based Primer-Sealer
LM9116

Our premium quality low-odor interior wall primer specially formulated to provide exceptional hiding and
sealing properties. PREP & PRIME ODOR-LESS water-based primer sealer is virtually odor free and has no
VOCs. Ideal for use on inferior walls and ceilings in all structures prior fo finish painting where a true low-
odor product is desired such as hospitals, schools, hotels/motels and office environments.

e Excellent hide and uniformity

e Contains no VOCs (untinted)

e Virtually no odor

o Excellent sealing and enamel holdout

e Easy application

® Quick drying and recoat

e Fasy soap and water clean-up

e Performance alternate for Federal Paint Specification TT-P-650D

e Vinyl Acrylic Resin
e Titanium Dioxide and Extender Pigments
¢ Not manufactured with lead or mercury containing materials

White {tintable, limit 4 0z/gal)

Flat

Soap and water

11.0 lbs/gal (1.32 kg/1)

0.0 lbs/gal (0 g/L) - per EPA Reference Test Method 24
Volume - 32% = 1%

Weight - 49% + 1%

Apply at 400 sq ft/gal (10m?/1). Actual coverage may vary depending on substrate and application method.
Class A (0-25) over non-combustible surfaces

None

At 77°F (25°C) & 50% RH:

To touch - 30-60 minutes
To recoat - 2-4 hours

1 year minimum - unopened

All surfaces must be sound, dry, clean and free of oil, grease, dirt, mildew, form release agents, curing
compounds, loose and flaking paint and other foreign substances.

Drywaill - Prime with this product. Concrete, Plaster and Masonry - Cure af least 30 days before painting.
pH must be 10.0 or lower. Roughen slick poured or precast concrete and remove sealers by chemical cleaning
or abrasive method such as sandsweeping. Rinse thoroughly with water and allow to dry. Remove loose
aggregate. Prime with this product. Wood - Sand smooth and dust clean. Prime with this product. Steel -
Prime with DEVFLEX™ 4020PF water-based metal primer. Galvanized Metal and Aluminum - Prime with this
product or DEVFLEX™ 4020PF water-based mefal primer. Vinyl Wallcovering - Do not use over vinyl
wallcovering.

Wash to remove contaminants. Rinse thoroughly with water and allow to dry. Dull glossy areas by light
sanding. Remove sanding dust. Remove loose paint. Prime bare areas with primer specified under New
Surfaces. Prime surface with this product.

If you scrape, sand or remove old paint from any surface, you may release lead dust. LEAD IS TOXIC.
EXPOSURE TO LEAD DUST CAN CAUSE SERIOUS ILINESS, SUCH AS BRAIN DAMAGE, ESPECIALLY

IN CHILDREN. PREGNANT WOMEN SHOULD ALSO AVOID EXPOSURE. Wear a NIOSH-approved
respirator fo control lead exposure. Carefully clean up with a wet mop or HEPA vacuum.

Read label and Material Safety Data Sheet Prior to Use. See Precautions on last page.
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